DIGITAL PROCESS METER
(DMM + CALIBRATOR)

GENERAL SPECIFICATIONS

Power supply

Maximum Voltage

Operating temperature

Operating relative humidity :

Storage temperature
Storage humidity
Size

Weight

Accessories

Options
Safety

6V batteries
(4x1.5 V alkaline AAA batteries
or 4x1.5 V Ni-MH AAA batteries)

600Vp (Maximum Voltage between all input
jacks and earth ground)

30V DC (Maximum Voltage between all
output jacks and earth ground)

0°C - 50°C

< 80% RH

-10°C -55°C

<90%RH

205 x95% 42 mm (plus protector)
about 500g (plus protector)

a copy of users manual, a set of industrial
test lead (with alligator clips) and two
63mA/250 fast-blow fuses

battery charger(VCCHG)

complied with IEC61010 terms

(Safety Standard issued by International
Electro- technical Commission)

TECHNICAL SPECIFICATIONS
All the specifications apply to +18°C to + 28°C, 10% to 70%RH

unless stated otherwise.

All specifications assume a 5- minute warm-up period.
Standard specifications is valid for one year.

Temperature Measurement
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MEASURE

Hi

Range (type) Set range Resolution Accuracy
DC Voltage Measurement (% of reading + counts)
Range (DCV) Resolution Accuracy R -40 ~ 1760°C 1°C 0.5%+3 (< 100°C)
(% of reading + counts) 0.5% +2 (> 100°C)
4.000V 001V 2% +4
40088\/ 000001\/ g 2;) " S -20 ~1760°C 1°C 0.5% +3 (< 100°C)
: : = 0.5% +2 (> 100°C)
400.0V 0.1V 0.2% +4
B 400 ~ 1800°C 1°C 0.5% + 3 (< 600°C)
Measuring Impedance : 10MQ (nominal) <100pF 0.5% + 2 (> 600°C)
Common moderfejet‘:tlon ra.tlo : 50Hz or 60Hz > 100dB E 200 ~ 500°C 10C 0.5% +2 (<-100°C)
Normal mode rejection ratio : 50Hz or 60Hz > 45dB 0.5% + 1 (> -100°C)
Over voltage protection 1 600Vp e
K -200 ~950°C 1°C 0.5% + 2 (< -100°C)
DC mV Measurement 0.5% + 1 (>-100°C)
Range Resolution Accuracy * J -200 ~700°C 1°C 0.5% + 2 (<-100°C)
(DC mV) (% of reading + counts) 0.5% + 1 (>-100°C)
A0y Lk L T -200 ~ 400°C 1C 0.5% + 2 (< - 100°C)
400.0mV 0.1V 0.2%+4 0.5% + 1 (> - 100°C)
Measuring Impedance : 10MQ2 (nominal) N -200 ~ 1000°C 1°C 0.5% +2 (<-100°C)
Over voltage protection 1 600Vp 0.5% +1(>-100°C)

By using ITS-90 temperature scale
Note: The accuracy does not include the error of internal temperature compensation caused by a sensor.
The range of the internal temperature compensation sensor is + 2°C.

*Technical Specifications & Appearance are subject to change without prior notice
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Specification are valid from 5% to 100% of amplitude range
400mV is only confined to manual range

AC conversion

Measuring Impedance

: Average value
1 10MQ (nominal), <100pF

By using Pt100-385 temperature scale
Measurement current TmA
Note: attached lead resistance is excluded

Frequency Measurement

Range Resolution Accuracy

(% of reading + counts)
50.00Hz 0.01Hz 01%+3
500.0Hz 0.1Hz 0.1%+3
5.000KHz 1Hz 01%+3
50.00KHz 0.01KHz 0.1%+3
100.0KHz 0.1KHz 01%+3

Common mode rejection ratio  : 50Hz or 60Hz > 100dB
Over voltage protection 1 600Vp-p
DC Current Measurement
Range Resolution Accuracy
(DC mA) (% of reading + counts)
40.00mA 0.01mA 02%+4
400.0mA 0.1mA 02%+4
Overload protection 1 0.5A, 250V fast-blow fuse
Measuring Impedance 110

AC Current Measurement

Range Resolution Accuracy

(AC mA) (% of reading + counts)
40 ~ 400Hz

40.00mA 0.01mA 0.5% +4

400.0mA 0.1mA 0.5% +4

Specifications are valid from 5% to 100% of amplitude range
Overload protection 1 0.5A, 250V fast-blow fuse
Measuring Impedance 1 1Q

Resistance Measurement

Display updates 3 times/second (at > 10Hz)

Diode Test and Continuity Test
Diode test indication

Displays voltage drop across device, open circuit voltage: 1.1v-1.6v: short
circuit current : <0.2mA (typical value), Accuracy + (2% reading + 1 count)

Continuity test indication:

Continuous audible tone for test resistance : < 5002

Open circuit voltage <045V
Short circuit current : 130 A typical
Overload protection : 600V (peak)

Range Resolution Accuracy *

(% of reading + counts)
400.0Q 0.1Q 0.2%+4
4.000kQ 0.001kQ 02%+4
40.00kQ 0.01kQ 0.2%+4
400.0kQ 0.1kQ 02%+4
4.000MQ 0.001MQ 05%+4
40.00MQ 0.01MOQ 1.0% +4

Open circuit voltage 1 04V

Test lead resistance is excluded in the accuracy

Over voltage protection

: 600Vp-p
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